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6-GFM(G)-75AN

Gel Battery Specifi

Application

* Maintenance free

* Safety and no leakage

¢ Excellent recharge and discharge performance
¢ Low self-discharge rate

¢ Adapt to high or low temperature

* Good deep discharge performance

¢ Longer cycle life
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Rated Voltage 12V - 2T° e

Numbers of cells 6 Cells \ VZE

Capacity 75Ah@20hr-rate to 1.75V per cell @25°C ‘

Weight 23.5kg N9 d @

Internal Resistance Approx. 7 mQ |

Terminal F15(Mé) / F11(Mé) | 11 TERMINAL

Max. Discharge Current 750A(5s) ‘

Max. Charging Current 15A 169

Reference Capacity C3 51.0AH 5:.':&‘ r
C5  59.0AH L o |
C10 65.8AH ‘
C20 75.0AH — —

oo 12;1\5/ y:'j;sv @ 25°C N ﬁo ® o O& |

Float Charging Voltage Te.mperat.ure Compensation: -20mV/°C/Cell 203 !
14.4NV~14.9V @ 25°C

Cycle Use Voltage Temperature Compensation: -30mV/°C/Cell

) Discharge: -40°C~60°C

Operating Temperature Range Charge: -20°C~50°C Length 260+1mm (10.2 inches)
Storage: -40°C~60°C : -

Normal Operating Temperature Range 25°C+5°C Width 169:1mm (6.65 inches]

Self Discharge Less than 3% at 25°C per month Height 211£1mm (8.31 inches)

Container Material A.B.S. UL94-HB, UL94-V0 Optional. Total Height 218+1mm (8.58 inches)

Constant Current Discharge Characteristics: A(25°C)

F.V/Time 10MIN 15MIN 30MIN THR 2HR 3HR 4HR 5HR 8HR 10HR 20HR
1.60V/cell 139.0 108.8 715 41.9 25.1 17.3 14.3 12.1 8.25 6.84 413
1.65V/cell 132.3 106.5 70.3 41.7 24.9 17.2 14.3 12.0 8.18 6.78 3.98
1.70V/cell 127.6 104.9 69.7 413 24.7 17.1 14.2 1.9 8.11 6.71 3.86
1.75V/cell 119.1 101.0 69.9 41.0 245 17.0 14.1 1.8 8.05 6.64 3.75
1.80V/cell 109.9 94.2 69.3 40.0 24.1 16.6 13.7 1.6 7.91 6.58 353
1.85V/cell 99.4 85.5 65.5 38.0 23.0 15.9 13.1 1.1 7.58 6.38 3.38
Constant Power Discharge Characteristics: WPC(25°C)

F.V/Time 10MIN 15MIN 30MIN THR 2HR 3HR 4HR 5HR 8HR 10HR 20HR
1.60V/cell 247 198 134 80.7 49.3 343 285 24.0 16.4 13.6 7.29
1.65V/cell 239 194 132 80.5 49.0 344 28.5 23.9 16.3 135 7.17
1.70V/cell 233 192 133 79.9 48.7 34.2 284 239 16.2 13.4 7.04
1.75V/cell 219 186 133 79.2 48.3 34.1 28.1 23.6 16.1 13.3 6.90
1.80V/cell 205 174 132 77.7 47.7 33.1 275 23.2 15.8 13.2 6.77
1.85V/cell 187 158 126 Thd 46.0 31.7 26.2 22.2 15.2 12.8 6.37




6-GFM(G)-75Ah

Gel Battery Specification

Charge Characteristics for Float Use @ 25°C/77°F Discharge Characteristics at Various Rates ([d 25°C/77°F

120 — — 26 < 10| ¢s
100 — 01C— 25 o 120 60 [~
[=2]
580~ 0.08C— 24— — — £ o0 55 ™ \ \ \
60— £006C|— =23 » 100 150 —EE0C
"(E; 3 = 77 o \11(: .50
S400— 5o0.04C|— 222K 56%865 ® 9.0 {45 36
g < > " /{ —100%D0OD 2
520~ 0.02C|— 2.1 D 8o 40
@ © = y/ N [=]
8ol 8 el @ g B ) B = 7.0 35
4 8 12 16 20 24 28 1 3 10 30 100 300 600 1200
Charge Time (hour) f : :
Cons%ant Voltage 2.26V Charge DlschargeTlme (Min)
Cycle Life in Relation to Depth of Discharge Float Service Life
120 g 12
100 % & 12
§ \\ g 10
z NN g
] 80 P 6
o 100/DOD 50%0OD 30%DQD o
S 0 ; 4
60 b 2
8
50 TS
0 300 900 1500 1800 2000 2400 20 30 40 50
o
Number of Cycles Temperature (°C)
Temperature and Valid Capacity Self Discharge Charecteristics
120 =
110 620 Q 00 S =[]
— 100 = N =] e
& %0 —— % = 80 NON |- —
= 80 L = N I~
= e — —+—cs S 6o N TN -
Z 10 — — c3 p y Ny 1ofc
S A E——— — ——ct S ~
=% 50 — — = 40 -
8 a0 ] 25° CIT7° F ith 0.05CA disch '8 25°C
s WI . 20/ Ischarge o o
] 28 Capacity at 100% DOD 8 e 20 40°C_ | 3p°C
2 E——
3 0
0 © 2 4 1012 14 16 18 20 22 24
20 15 -10 -5 0 5 10 15 20 25 = 68 10 6 18 20
(&S]

Temperature (°C) Storage Period (month)

Capacity and Open Circuit Voltage Relationship between Charging Voltage andTemperature

14.0 > >
23 g
= 198 == =
o 13.0
8 156 ——7.8 —26
o 12.5 ~
2 12.0 — L — 150 ——75 —2.5
5 "5 T~
5 : 144 ——72 —24
%) Cla
5 no 138 —1—6.9 —23 U~
. . : —
5 10.5 fanqyuk\ﬂ
g 132 ——66 [—2.2 —~—
1S 10.0
0 20 40 60 80 100

-10 0 10 20 30 40 50 60

Capacity (%C,,)(25°C) AmbientTemperature (°C)

@Sunpal SUNPAL POWER CO.,LTD.

0086-551-65865992 % info@sunpalpower.com &a» www.sunpalpower.com

/4




